SAVE THESE INSTRUCTIONS

INSTALLATION AND MAINTENANCE

PAW Wall Heater

ELECTRIC SHOCK OR FIRE HAZARD

READ ALL WIRE SIZING, VOLTAGE REQUIREMENTS AND SAFETY
DATA TO AVOID PROPERTY DAMAGE AND PERSONAL INJURY
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Covers all PAW Series models

Read Carefully - These instructions are written in an effort to prevent potential difficulties that might arise during installation. Studying the
instructions first may save you considerable time and money later. Observing the following procedures will keep installation time to @ minimum.

IMPORTANT INSTRUCTIONS

When using electrical heating appliances, basic precautions should always be followed to
reduce the risk of fire, electric shock and injury to persons, including the following:
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SELECTING HEATER LOCATION

Read all instructions before wiring or using this heater.
WARNING: This heater is hot when in use. To avoid burns,
don’t let bare skin touch hot surfaces. Keep combustible
materials, such as furniture, pillows, bedding, papers,
clothes, boxes, etc., & curtains at least 3ft (.9 m) from front
of the heater and keep them away from the sides and rear.
CAUTION: Extreme caution is necessary when any heater is
used by or near children or invalids and whenever the heat-
er is left operating and unattended.

Do not operate any heater after it malfunctions. Disconnect
power at service panel and have heater inspected by quali-
fied electrician for repair before reusing.

Do not use outdoors.

WARNING: To disconnect heater, turn controls to OFF, and
turn OFF power to heater circuit at main disconnect panel.
WARNING: Do not insert or allow foreign objects to enter any
ventilation or exhaust opening as this may cause an electric
shock, fire, or damage to the heater.

Do not block air intakes or exhaust in any manner.
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DO NOT install less than 6” (15cm) from vertical side walls or open edge
of door. This heater must have an unrestricted airflow. DO NOT select a
location where it is likely to be blocked by furniture, curtains, etc. Be sure
the location selected allows sufficient space for the heater as shown by
Table 1. DO NOT locate this heater in an area where combustible vapors,
gases liquids, or excessive lint, dust or moisture is present.

Do not use it in areas where gasoline, paint, or flammable
vapors or liquids are used or stored.

WARNING: Use this heater only as described in this manual.
Any other use is not recommended by the manufacturer and
may cause fire, electric shock, explosion or injury.

All electrical work and materials must comply with the Na-
tional Electric Code (NEC), the Occupational Safety and Health
Act (OSHA), and all state and local codes.

Use copper conductors only.

Verify that the electrical supply wires are the same voltage as
the rating label on the front of this heater.

Heater must be installed in a wall can.

DO NOT select a location where it is likely to be blocked by
furniture, curtains, etc.

Be sure the location selected allows sufficient space for the
heater as shown by Table 1.

Connect grounding lead to grounding screw provided. Keep
all foreign objects out of heater.

Minimum Clearances: Table 1

Front TOP BOTTOM SIDES

36in 12in 4in 6in

09m 30.5¢cm 10.2cm 15.2¢cm
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PAW INSTALLATION INSTRUCTIONS

CAUTION!
Turn OFF All Electrical Power
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ELECTRIC SHOCK OR FIRE HAZARD
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& ® REMOVE WALL CAN FROM BOX. CHECK FOR DAMAGE FROM SHIPPING
s' D E VI EW IT IS RECOMMENDED THAT FAN HEATER BE INSTALLED ON INSIDE WALLS IN ORDER TO DIRECT

FLOW OF WARM AIR TOWARDS OUTSIDE WALLS. INSTALLATION ON OUTSIDE WALLS APPROVED.
@ REMOVE ONE KNOCKOUT IN BACK OF WALL CAN. THREAD SUPPLY WIRES INTO
WALL CAN; USE AN APPROVED STRAIN RELIEF BUSHING TO PREVENT CHAFING
OF SUPPLY WIRES ON WALL CAN.
@ ATTACH WALL CAN TO 2"X4” STUD AND/OR FLOOR SILL USING HOLES PROVIDED IN
THE SIDES OF THE CAN. THE FACE OF THE WALL CAN MUST BE 1/2” OUT FROM
LEFT SIDE ASSEMBLY AND INSTALLATION SHOWN XgE/\F&I&iEEI; WALL FACE. ALLOW FOR WALL BOARD USING LABEL ON TOP OF CAN
RIGHT SIDE ASSEMBLY AND INSTALLATION OPPOSITE
@ THE WALL CAN SHOULD BE MOUNTED A MINIMUM OF 4" ABOVE THE FINISHED FLOOR. )




